
N.° 


PART NAME 


58-F 


Friction stud spring 


59-F 


Friction stud stop pin 


60 


Locking bolt, left 


61 


Locking bolt pin 


62 


Locking bolt pin stop screw 


63 


Locking bolt, right 


64 


Lever & breechbolt pin 


65 


Lever & breechbolt pin hole plug screw 


66 


Hammer 


67-D 


Main spring rod 


68 


Hammer screw 


69 


Main spring 


70-E 


Stock 


71 -E 


Butt plate 


72-E 


Butt plate screw 


73 


Upper tang screw 


76-D 




77 


Strip of rawhide 


85 


Locking lever 


86 


Locking pin 


87 


Locking spring 


88 


Locking ball 


91 


Front sight 



N.° 


PART NAME 


i 


Barrel 


2-A 


Receiver 


3-A 


Saddle Ring Hold 


4-A 


Saddle Ring 


5 


Magazine tube 


5-G 


Magazine tube outside 


6 


Magazine follower 


6-G 


Magazine follower 


7 


Magazine spring 


7-G 


Magazine spring 


8 


Magazine plug 


8-G 


Magazine plug 


9 


Magazine plug screw 


10 


Magazine ring 


13 


Magazine plug screw 


14 


Forearm 


15 


Forearm tip 


16 


Forearm tip screw 


17-B 


Complete rear sight 


18-B 




19-B 




20 


Elevator 


20-G 


Magazine tube inside 


21-G 


Magazine plug slide pin 


22-G 


Magazine plug screw 


23-G 


Magazine plug slide pin 


25 


Breech bolt 


26 


Extractor 


27 


Extractor pin 


28 


Firing pin 



N.° 


PART NAME 


29 


Firing pin stop pin 


30 


Ejector spring stop 


31 


Ejector spring stop pin 


32 


Ejector 


33 


Ejector spring 


34 


Ejector collar 


35 


Lower tang 


36 


Trigger 


37 


Trigger spring 


38 


Trigger spring screw 


39 


Carrier 


40 


Carrier stop 


41 


Carrier stop spring 


41 -G 


Magazine plug slide pin spring 


42 


Carrier stop pin 


43 


Carrier screw 


44 


Cartridge guide, left 


45 


Cartridge stop 


46 


Cartridge stop joint pin 


47 


Cartridge stop spring 


48 


Cartridge guide, right 


49 


Cartridge guide screws 


50-C 


Complete spring cover 


51-C 




52-C 




53-C 




54-C 




55 


Spring cover screw 


56-F 


Finger lever 


57-F 


Friction stud 







MODEL 92 PUMA RIFLES / CARBINES 
CHARACTERISTICS / SPECIFICATIONS 



1) LOADING THROUGH LOADING GATE 



SAFETY WARNING! 

(READCAREFULLY BEFOREUSING YOURRIFLE) 
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With the bullet of each cartridge, press the spring cover inward and push the cartridges 
forward nearly to end of spring cover, pushing the last one fully forward until the cover 
closes. 



2) LOADING THROUGH MAG TUBE 



Pull out inside magazine tube until the loading port is clear and place the cartridges 
into the magazine. Replace the tube in its position. 

(Models PUM-60024, PUM-60025, PUM-60026, PUM-60030, PUM-60031 and 
PUM-60032 only) 



OPERATING 



Swing the finger-lever forward then back. The gun is now loaded and cocked. For safe 
carrying, let the hammer carefully down to half-cock by placing thumb on hammer and 
exerting pressure on trigger sufficient to release full-cock engagement. Then IMME- 
DIATELY remove finger from trigger. Permit hammer to move forward under control of 
thumb to half-cock position. To fire, draw the hammer back to full-cock. 

The ejection of the spent case and ready replacement with a fresh cartridge is done 
automatically on a subsequent operation of the finger lever. 



WARNING 



The use of Full Metal Jacketed Bullets in rifles with tubular magazines is an unsafe 
practice. Cartridges in a magazine tube are aligned in a manner that permits the bullet 
point to be in direct contact with the primer of the abutting cartridge; therefore, recoil 
inertia may be sufficient to set off the cartridges in the magazine. DO NOT, UNDER ANY 
CIRCUMSTANCES, USE AMMUNITION HAVING FULL METAL JACKETED BULLETS. 



BASIC RULES OF FIREARM SAFETY 



• Learn the mechanical and handling characteristics of the firearm you are using. 

• Always keep the muzzle pointed in a safe direction, finger off the trigger. 

• Firearms should be unloaded and securely stored when not in use. 

• Be sure the barrel is clear of obstruction before using. 

• Be sure of your target before you shoot. 

• Wear shooting glasses and ear protection when you shoot. 

• Never climb a fence with a loaded firearm. 

• Don’t shoot at a hard surface or at water. 

• Never transport a loaded firearm. 

• Never take alcoholic beverages or drugs when shooting or handling a gun. 



YOURPUMA RIFLECOMESWITH A FIRINGPINLOCKINGSAFETY 
LATCHLOCATEDON TOP OF THEMOVINGBOL T. 



OPERATION 



MAKESURE THEHAMMERISON “HALFCOCK ” (SAFEPOSITION 
SEEDRA WINGN0.2BEL0W), BEFORECHANGING THEPOSITION 
OFTHESAFETY LATCH. 



N°1 




FULLY FORWARD 



N°2 




HALFCOCK 

(SAFEPOSITION) 



N°3 




FULLY COCKED 
(READY TOFIRE) 



IMPORTANTNEVERCARR YORHANDLE YOURRIFLEWITH THE 
HAMMERONFULL Y FORWARDPOSITION(DRA WINGN0.1 ABOVE). 
ALWAYSKEEP YOURRIFLEWITH THEHAMMERENGAGEDONHALF 
COCK(SAFEPOSITION ASSHOWNONDRA WINGN0.2 ABOVE). 



ONCE THEHAMMERISON “HALFCOCK ” (SAFEPOSITION), 
THESAFETY LATCHISVER Y EASY TOO PE RATE. 
MANUALLY YOUCANCHANGE THESAFETY LATCH TO 




WHENIN THE “S” POSITION(ACCORDING TODRAWING 
BELOW) THEGUNISLOCKED ANDIT WILL NOT SHOOT. 




WHENIN THE “F” POSITION(ACCORDING TODRAWING 
BELOW) THEGUNISREADY TOSHOOT . 





















